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FILENAME

LANDSCAPE PLA

NTING SCHEDULE:

ABBREVIATION: |COMMON NAME: BOTANICAL NAME: SIZE: SPACING: QUANTITY:
12-14" HEIGHT
AB ARBORVITAE THUJA OCCIDENTALIS 3-4" SPREAD | 5° OC 11
3’ HEIGHT
EB ENGLISH BOXWOOD | BUXUS SEMPERVIRENS 3’ SPREAD 3 oc 4
3’ HEIGHT
HG HAMELN GRASS PENNISETUM ALOPECUROIDES | 3’ SPREAD 3 oc 5

1. THIS PLAN HAS BEEN PREPARED USING COMPILED INFORMATION FROM AN ON
THE GROUND SURVEY CONDUCTED BY JARVIS LAND SURVEY, INC.

2. EXISTING CONDITIONS ON THE PLAN REFER TO THE PLAN ENTITLED "MODIFIED
DEFINITIVE SITE PLAN IN WORCESTER, MASSACHUSETTS” PREPARED BY QUINN
ENGINEERING, INC. DATED SEPTEMBER 24, 2020.

3. THIS PLAN HAS BEEN PREPARED FOR CONCEPTUAL PLANNING PURPOSES W /411

ONLY. IT SHOULD NOT BE USED FOR ANY OTHER PURPOSE.

CONSTRUCTION/LAYOUT NOTES:

1. ALL CONSTRUCTION TO BE PLACED AS SHOWN ON THIS PLAN. DEVIATIONS
FROM THE PERMITTED PLANS MAY REQUIRE APPROVAL FROM THE TOWN

ENGINEER.

2. CONTRACTOR SHALL CALL 1-888-DIG—SAFE IN ACCORDANCE WITH STATE
LAWS PRIOR TO CONSTRUCTION.
5. CONTRACTOR SHALL PLACE ALL EROSION CONTROL BARRIERS PRIOR TO
CONSTRUCTION.
4. CONTRACTOR SHALL INSTALL SILT-SACK OR OTHER APPROVED EROSION
CONTROL WITHIN THE ADJACENT CATCH BASIN ON PLANTATION STREET

PRIOR TO

CONSTRUCTION.

5. ACTUAL LOCATION OF UTILITY POLE AND UNDERGROUND SERVICE TO BE
DETERMINE BY NATIONAL GRID.
6. TRANSFORMER PAD SHALL BE CONSTRUCTED IN ACCORDANCE WITH

"SPECIFICATIONS FOR ELECTRICAL INSTALLATIONS: UNDERGROUND

COMMERCIAL DISTRIBUTION (UCD) INSTALLATION AND RESPONSIBILITY
GUIDE” BY NATIONAL GRID.
7. THIS SITE IS LOCATED WITHIN AN AUL. AN LSP SHALL BE CONSULTED
PRIOR TO THE EXCAVATION AND RELOCATION OF ANY SOILS ON SITE.

TOTAL DISTURBANCE AREA = ~3,300 SF
TOTAL DISTURBANCE WITHIN
STORMWATER PROTECTION ZONE = ~2,500 SF
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