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5 Burlington Woods Drive, Suite 210
Burlington MA

QUINAPOXET TRANSFER PIPELINE
CONTRACT 1

CITY OF WORCESTER
DEPARTMENT OF PUBLIC WORKS AND PARKS

BID NO. 7194-K9

JKM FM JKM 16-12-01195150275_T101.DWG
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LEGEND:

NOTES:

1. ALL TEMPORARY TRAFFIC CONTROL WORK SHALL CONFORM TO THE LATEST

EDITION OF THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" (MUTCD) AND

ALL REVISIONS, UNLESS SUPERCEDED BY THESE PLANS.

2. ALL SIGN LEGENDS, BORDERS, AND MOUNTING SHALL BE IN ACCORDANCE WITH

THE MUTCD.

3. TEMPORARY CONSTRUCTION SIGNING AND ALL OTHER TRAFFIC CONTROL DEVICES

SHALL BE IN PLACE PRIOR TO THE START OF ANY WORK.

4. TEMPORARY CONSTRUCTION SIGNING, BARRICADES, AND ALL OTHER NECESSARY

WORK ZONE TRAFFIC CONTROL DEVICES SHALL BE REMOVED FROM THE HIGHWAY

OR COVERED WHEN THEY ARE NOT REQUIRED FOR CONTROL OF TRAFFIC.

5. SIGNS AND SIGN SUPPORTS LOCATED ON OR NEAR THE TRAVELED WAY,

CHANNELIZING DEVICES, BARRIERS, AND CRASH ATTENUATORS MUST PASS THE

CRITERIA SET FORTH IN "MANUAL FOR ASSESSING SAFETY HARDWARE" (MASH).

6. CONTRACTORS SHALL NOTIFY EACH ABUTTER AT LEAST 24 HOURS IN ADVANCE OF

IMPENDING CONSTRUCTION ACTIVITIES.

7. THE FIRST TEN PLASTIC DRUMS/CONES OF A TAPER SHALL BE MOUNTED WITH TYPE

A LIGHTS.

8. THE ADVISORY SPEED LIMIT, IF REQUIRED, SHALL BE DETERMINED BY THE

ENGINEER.

9. DISTANCES ARE A GUIDE AND MAY BE ADJUSTED IN THE FIELD BY THE ENGINEER.

10. MAXIMUM SPACING OF TRAFFIC DEVICES IN A TAPER (DRUMS OR CONES) IS EQUAL

IN FEET TO THE SPEED LIMIT IN MPH.

11. MINIMUM LANE WIDTH IS TO BE 11 FEET UNLESS OTHERWISE SHOWN.  MINIMUM

LANE WIDTH TO BE MEASURED FROM THE EDGE OF DRUMS OR CONES.

12. ALL SIGNS SHALL BE MOUNTED ON THEIR OWN STANDARD SIGN SUPPORTS.
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